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May bt used to comply with 
OSHA's ~I•••rd Communication Std., 
29 CFR 1910.1200. Standard must be 
consul leU for specific requirements. 

Material Safety Data Shoot- OSHA 174 

U.S. Department ol' Labor 
Oooupalionol Sofoty ond Hoalth 
Administration 
(Non·Manda!ol)l Form) 
Form Approved 
OMB No. 1218·0072 

Health: 1 

Flammability: 2 

Reactivity; 1 

ProtectEquip: B 

Sheet#: 3 Date Prepared: 8/15/01 

I Section I MB Mobile Home AluminUlll Root coating - MB115 

I Manufact.urer's Name: 

' HENRY COMPANY 

: Addo·ess 

2911 SLAUSON A VENUE 

HUNTINGTON PARK, CA 90255 

Phone Number (800) 486-1278 

ERPhone: 

Primary Contact 

eMail Address 

Slguature of Prepare&' 

(800) 486-1278 

.. .. ........ -•'• ··-. --···· ··-·. ·---····· -··· ... "' .. ··-··· .. 
' ... ''"'''"""'" 

----···-----------~~~~ 
'·-·. .•. . ' : .....• : .: :·:.~.:.::::.::: =-:::·.:.:.::::-=:=...:.::.::=--::=.=:.-::==:-...:.::::===--

i Section II Haza1·dous Ingredients/Identity Information 

~ Hn2a1·dous Component CAS# OSHA_PEL AGGIH_TL Other Limits 
Aluminum Metal 

; A.sphall 

7429-90-S 

8052-42·~ 10 ppm 
10 mg/m3 

5 mg/m3 15 ppm TWA-S 

i Petroleum Soivent(MS) 8052·41·3 2950 mglm3 100 ppm 

!camrnenr ·rhere are no S.A.A.A. 313 Ingredients in this material in excess of Oemlnlmu• arnounto. 
' I 
I._._ 
Section III Ph sicai/Chemical Characteristics 

I lloiling Point 310-400 fl 

I 

Vapor Pressure(mm Hg) 2@68F 

Vapor Density(Air,.l) >l 

I 
I Solubility in Water: Not Sollible I 

I Appearance: Black fluid 
! Color: lllac~ I 

Q~~l': Strong petroleum sqlven( 

Weight per Gallon 8. 2# 

Melting Point N/A 

Evaporation Rate. <1 
(Butyl Acetate.,.l) 

Percent 
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1 Flash Point: 
Method Used 

SETA 
Temperarure. 

105' !' 

Edinguisbing Media: 

C02, Dry Chemical, Foam, Sand,Earth. 

Fire Fighting P1•ocedures~ 

Flammable Limits: 
LEL illl1 
0.9 6.0 

Firemen should wear self-contained apparatus to protect against inhalation of combustion products, 

Additional Procedures: 

Avoid water, halogenated extinguishing media like halon or carbon tetrachloride. 

Unusual Fire and Explosions Hazards: 

Do not mix or store with strong oxidants like liquid chlorine or O)(ygen or water. Re-ignltion my occ11r due to 
high localized heat or spontaneous heating. To avoid re-ignition, the residual material must be immediately 
smothered. Keep containers tighlly closed. 

'····· .... · .............. ·•· ··· .......... · '"" ............ :·::·:c.:.c:c=.=:o:.::=:::.c.,-:::::::.=7.-._,_.:;;::_----:=.-======;:: r·section. v R:eactivit:Y-naiii · · 
· · Unstable 

Stability 
ii':i Stable 

Incompatibility (Materials to Avoid): Strong Oxidants. 

Hazardous Decomposition 
or By Products 

Fumes 

Smoke 

C02 

Carbon Monoxide if combustion is incomplete 

Hazardous 0 May Occur Conditions to Avoid 

l'olymerization r;a May Not Occur Contact with moisture 

Section VI Health Hazard Data 

IRoute(s) of En11·y: 
' 

lii'l 'Eyes lii'l Ingestion lii':l Inhalation 

!Health Hazards 
"'" .. . .. 

If In Eyes: Eye irritation .. 

lflngested: Gastrointestinal irritation .. Nausea, vomiting, diarrhea .. 

If lnhahi!l: Chemical pneumonitis .. 

If On Skin: Defatting .. Dennatitis .. 

~merg!lru;y_and.f.!rst Aid ~rQ£ed!!rL __ .. ·----

lii'l Skin 

ll'lnhQJed: ~emove from vapor immediately .. If overcome, call physician .. If breathing has stopped or is 
11regu!ar, start resuscitation or administer axygon, as needed.. . 

If" in Eyes: Flush with water immediately. Call doctor immediately .. 
If On Sldn: Remove contaminated clothes and wash with a waterless handcleaner or soap and water .. 
If Ingested: Do not induce Call doctor immediately .. 
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~Section VII Precautions for Safe Handling and Use 
' 
: Steps to be taken in tase material is released or spilled: 

i Remove sourG~S of ignition. Keep people sway. Recover free liquid. Add absorbent sano, earth, sawdust, etc to 
1 spill nren. Avoid breathing vapors. Ventilate confined spaces. Open ~11 windows and doors. Keep products out of 
i sewers and watercou,·ses. 

Waste Disposal Method; 

Assure conformity with applicable disposal regulations 

, Precautions for Handling and Storage: 

Keep containers dosed when .not in use. Do not handle or store near heal., sparks, flame, or strong oxidants. 
Aaequate vemilation is required. 

, Other Precautions: 

i Avoid breathing vapors. Avoid prolonged or repeated contact with skin. Remove contaminated clothing and 
Ita under before reuse, Remove contaminated shoes and thoroughly dry before reuse. Wash skin thoroughly with 
i .. ~~ap ~nd water a!!.:7E5~ntact: 

(section Vlll Control Measures 

Ventilation 

LocaiExhaust: Face volocity 60 fpm 
SpecisiVentilation: Use only with adequate ventilation 

M•chanicai(General): N/A 

Other; N/A 
P•·otective Equipment Required 

Respirator Use with adequate venliliation. 

Gloves 

Goggles 

Chemical resistant gloves 

Splash goggles or Face Shield 

Clolltins Chemical Resiatant Apron 

Work Hygienic Practices: Pracdce good work hygiene 

Section IX Special Precautions for Safe Handling and Storage 

P•·ecautions fm· Handling and Storage: 

KEEP AWAY FROM SOURCES OF IGNITION 

Other P1·ecoutions: 

!Close air intakes on roof until solvem odor diSSipates. 

I .... ~ •. --......... ,.,.,' -··. -·-· ,, • ··----·--.......... ......... •••.• 
I' 

.. .. .................... ,. . - ______ .. ·-· .. ·····--·----.. -... ---.... - .... ~ 
'Section X T!·ansportation Data 

By Ground DOT Regulated 

Hazard Class None 

lMCO N/A 

Shipping Name Combustible Liquid, n.o.s., (has 
mineral spirits). 

LabeiRequired None 

NO. Class N/A 
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·-·-·-···· ·········"'"· .• , ... -··-········-·--···-----··---.... ·-···--. --
ShippingName Combustible Liquid, n.o.s., (has 

i mineral spirits). 
Ry Water 

I Haza1·d Class Flammable Liquid LabeiRequired Flammable Liquid 

I UN No. 1993 Pa¢kllgiog Group III Class 3.3 
""·------------~----........................... _ ......... ______________ _J 
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